DECLARATION OF EMERGENCY
Department of Natural Resources
Office of Conservation

AMENDMENT TO STATEWIDE ORDER NO. 29-B (EMERGENCY RULE)

Order requiring awaste profile analysis of exploration and production (E&P)
waste prior to shipment to acommercial facility, and waste verification testing
upon receipt by acommercial facility

* * * * *

Pursuant to the power delegated under the laws of the State of Louisiana, and particularly
Title 30 of the Revised Statutes of 1950, as amended, and in conformity with the provisions of the
Louisiana Administrative Procedure Act, Title 49, Sections 953(B)(1) and (2), 954(B)(2), as
amended, the following emergency rule and reasons therefor are now adopted and promul gated by
the Commissioner of Conservation asbeing necessary to protect the public health, safety and welfare
of the people of the State of Louisiana, as well as the environment generally, by establishing a
revised procedure for testing of exploration and production (E&P) waste prior to shipment and
verification testing after receipt of such E& P waste at acommercial facility.

A. NEED AND PURPOSE FOR EMERGENCY RULE

Oil and gas exploration and production waste (E& P waste) is exempt from the hazardous
waste regul ations under the Resource Conservation and Recovery Act (RCRA). Thisexemptionis
based on findingsfrom a1987-1988 Environmental Protection Agency (EPA) study that determined
thistype of waste does not pose asignificant health or environmental threat when properly managed.
The study al so determined that these wastes are adequately regulated under existing federal and state
programs.

Existing Louisiana State regul ations governing the operations of commercial E& P waste
disposal facilities (Statewide Order No. 29-B) require only very limited testing of the waste received
for treatment and disposal at each commercia facility. Such limited testing finds its basis in the
above-mentioned national exemption for E& P waste recognized by the EPA. However, public
concern asto the possible toxicity of such waste and the possible health effects on the public and the
environment warrant anew look at E& P waste generation, transportation and disposal in the State
of Louisiana.

Working with the Louisiana Department of Environmenta Quality (DEQ) and the Louisiana
Department of Health and Hospitals (DHH), a two-phased testing program for al types of E&P
wastedisposed of at commercial E& Pwastedisposal facilitieswithin the State of Louisianahasbeen
designed and will beimplemented by the Office of Conservation. E& P waste will betested both for
toxicity characterization and for E& P source verification. The new testing program will be known
as Statewide Order No. 29-B Emergency Rule.



The Emergency Rule was drafted during the time interval of October 3, 1997 through
December 31, 1997 B Staf of the Office of Conservation, with technical input from Conservation’s
contract laboratgrand contract tacologist, DEQ Staff and DHH Staff. Bame information was
obtained from a statewide sampling and testing program fgpal of E&P wastfrom 89 siés of
generation throughououisiana, including offshore (Phase-one).

Analytes chosen for the baseline testing program were selected from recommendations by
Conservation’s contractxaologist, with concurrence from both DEQ and DHH. EPA’giTity
Characteristid.eaching Procade (TCLP) was conducted during the testing program to provide
estimates of 1) thexéent to which chemicals in each E&P waste material are leachable/soluble, 2)
the extent towhich E&P waste material presents a threat to groundwater, and jehete which
the inorganic chemicals in each waste material are bioavailable for absorptidherody.
Emphasis was placed on correct laboraprocedural methodolggand quality control throughout
the sampling and testing periodn addition to the Conservation test results, itall data asil able
from the EPA, the American Petroleumstitute and the Gas Reseallcistitute provided the
rationale for determining the technical basis for the new testing requirements.

Statewide Order No. 29-B EmerggnRule (Phase-two) will prade requirements for
continued E&P waste characterization and verificatiestirg. After implementation of the
Emegeng/ Rule, Conservation will initiate rulemalgno promugate new permanentgelations
which will recognize and encourage new and innovatiwsw@propef manage E&Rvaste. Best
management practices will be the measure of accepyatwiit both eisting and emerging
technologies. Anaftical data generated during the effective term of the Emeydule, alongwith
best management practices, will be used to determine the limits for waste constituents received at
commercial E&P waste disposal facilities.

B. SYNOP3$S OF EMERGENCY RUE
1. E&P Waste To Be Tested For Characterization

As a ke provision of the EmergegdRule, a wate profile must be developed for each
specific testing batch of E&P waste proposed for dispasalcommercial facilit in the State.
Based on the results of the Conservation sampling and testing program, as well ap&taste
five (5) different groups of angtical procedures have been established. Dependingdmethical
complexiy of a specific testig batch, applicable testrprocedures are required to establish the
waste profile for each testing batch.

In order to not unnecessarilelay drilling operations utiiing closed mud ystems with
limited on-site storge g/stems, or in emgeng situations, provisions have been made to allow
documentation of testing procedures to be submitte@tectleiving commercial faciltwithin 10-
days after setting of the surface casing. Such provision is reasonable becpusgivaivater bse
drilling muds are commonwlused at the startup of drilling operations andrgo setting of surface
casirg. Additionally, alternate samplmand testig protocols consistent with Engemg/ Rule
standards mabe authorizedypthe Office of Conservation upon written request. Banple,
formation of testing batches at a transfer omo®radal facility site mg be proposed as an
alternative to formation of testing batches at the site of generation.



Produced water, produced formation freshwater and other E& Pwastefluidsareexempt from
certain provisionsof thetesting requirementsprovided they are: 1) stored and transported in enclosed
tank trucks, barges, or other enclosed containers, 2) stored in enclosed tanks at a commercial
facility, and 3) disposed by deepwell injection. Such provision is reasonable because, provided the
above conditions are met, exposure to the public and to the environment would be minimal.

2. E& P Waste Will Be Transported With Identification

The rule primarily requires that each E& P waste shipping unit transported from the site of
generationto a commercial facility will be accompanied by acopy of the waste profile (Form UIC-
35) and an Oilfield Waste Shipping Control Ticket (UIC-28, Manifest) and presented to the facility
operator before offloading. Timely filings of required laboratory reports will be made to the Office
of Conservation.

3. Each Load of E& P Waste Will Be Tested At Commercial Facility

Before offloading at acommercial E& P waste disposal facility andin order to verify that the
waste qualifies for the E& P category, each E& P waste shipping unit shall be sampled for required
parameters. Additionally, an OrganicVapor Analyzer (OV A) meter reading (calibrated for benzene),
shall betaken. Appropriate records of tests shall be kept at each commercial facility for review by
the Office of Conservation.

C. REASONS

Recognizing the potential advantages of a testing program for the characterization of
exploration and production (E& P) wastethat isfully protective of public health and theenvironment,
and recognizing the potential advantages of a testing program that adequately characterizes such
waste as to its potentially toxic constituents, it has been determined that failure to establish such
procedures in the form of an administrative rule may lead to the existence of an imminent peril to
the public health, safety and welfare of the people of the State of Louisiana, as well as the
environment generally.

Protection of the public and our environment therefore requires the Commissioner of
Conservation to takeimmediate stepsto assure that adequate testing is performed before E& P waste
Is treated or otherwise disposed of in a commercial facility. The emergency rule, Amendment to
Statewide Order No. 29-B (EMERGENCY RULE) set forth hereinafter isnow adopted by the Office
of Conservation.

Notwithstanding the above, it is necessary to allow the affected industry adequate time to
prepare for implementation and compliance with the Emergency Rule. Time must be allowed for
establishing test equipment and qualified personnel, contracting with laboratories, training of
personnel, and possible modification of exploration and production schedules and procedures. For
the above reasons, enforcement of said EMERGENCY RULE will commence 45-days after the
effective date.



D. EMERGENCY RULE

Title43
NATURAL RESOURCES
Part X1X. Office of Conservation - General Operations
Subpart 1. Statewide Order No. 29-B

Chapter 1. General Provisions
§129. Pollution control

8129.B.1 Definitions

Container - A pit, truck, barge or other receptacle usd to initially store
E&P waste at the site of generation.

Drilling Waste - Water base nud, oil basemud,or other drilling fl uids and
cuttings generated during the drilling of wells.

NOW - nonhazardousoitfield E&P wade

Nonhazardous—oifield Exploration and Production (E&P) waste - as
defined in 8129.M.1

Testing Batch - an accumulation of an E&P waste type gaerated in
association with exploration andproduction operations, or amixture of such waste types,
which is temporarily retained at the site of generation in a container, quantified as follows:

(a) Formation of a testing batch begins when E& waste, except drilling
waste, is first entered into a container at the site of generation and ends when the container,
or some or all of the contents of the container, is shipped to amnercial facility. After the
testing batch is identified, no additional wastenay be added to the container until all of the
contents of the container have been shipped.

(b) In the case of drillingwaste, each type of mud systermvéater base, olil
base or other) together with cuttings and fluids associated with such sysieshall constitute
a separate testing batch. Drilling waste shalldssampled during drilling operations at a depth
below the surface casig. Shipments of a portion of a drilling waste testing batch will not
constitute formation of a separate testing batch.

Shipping unit - an individual shipment of a portion or the entirety of an
identified E&P waste test batch to a commercial facility .

[See Prior Text in B.2.am]



8§129.B.2.n E&P Waste Characterization Procedures

i. All E& P waste generated within or without the State of Loisiana
including offshore Louisiana (both state and federal waters) and proposed to be disposed of
at a canmercial facility in the State of Louisianamust be sanpled in accordancewith EPA
protocols or Office of Conservation’s @proved procedures and tested by a laboratory not
owned or operated by a waste generator.

. The following procedures are to be utilized as applicable to
characterize each E&P testing batch prior to shiment offsite to a caonmercial facility:

Procedure A: The physical characteristics ofach testing batch of E&P wastemust be
identified as to the following:

color

odor - none,mild, strong

specific gravity

texture - amooth, soil like, layered, etc .
turbidity - clear, cloudy, or muddy
viscosity - low,medium or high

Procedure B: each test batch of E&P wastenust be analyzed for the following
parameters:

pH
electrical conductivity (EC - mmhos/an)
chloride (Cl) content

Procedure C: each testing batch of E&P wastenust be analyzed for the following
parameters:

oil and grease (% by weight)
total sulfide (ppm)
reactive sulfide (ppm)

Procedure D: each testing batch of E&P wsie must be analyzed by the Toxicity
Characteristic Leaching Procedure (TCLP) for the following volatile organics:

Benzene n-Hexane
Cyclohexane Toluene

Ethylbenzene Xylenes

Procedure E: each testing batch of E&P wastenust be analyzed by the Toxicity
Characteristic Leaching Procedure (TCLP) for the followingmetals:

Arsenic Lead
Barium Mercury
Cadmium Selenium

Chromium Silver



iii. The following table indicates which testing procedures in
8129.B.2.n.ii_ above are to be utilized to characterize BHR waste before shiment to a
commercial facility for treat ment or disposal:

Waste Type/Description Required Testing Procedures
01 - Salt Water ( produced brine or produced water) A and B*
02 - Oil base mud / cuttings A,B,C,Dand E
03 - Water base mud / cuttings A,B,CandE
04 - Workover / completion fluids A,B,Cand D
05 - Production pit dudge A,B,C,Dand E
06 - Production tank sludge A,B,C,Dand E
07 - Produced sand / solids A,B,C,Dand E
08 -Produced formation fresh water A and B*
09 - Rainwater - ring levees/pits A,Band C
10 - Washout water A,BandC
11 - Washout pit water A,B,Cand D
12 - Gasplant processing waste A,B,C,Dand E
13 - BS& W waste from approved commercial salvage oil operators A,B,C,Dand E
14 - Pipelinetest water & pipeline pig water A,B,C,Dand E
15 - E& P waste generated by permitted commer cial facilities A,B,Cand D
16 - Crude ail spill clean-up waste A,B,C,Dand E
99 - UIC-23 approved waste (other) A,B,C,DandE
* Based on closed waste fluid system as provided in §129.B.2.n.vi.
iv. If a testing batch is canposed ofmore than one type of & Pwagde,

the testing procedures applicable to all types of waste in the testing batch shall be utilized to
characterize thewaste before shipment.

V. A waste profile (Fom UIC-35), must be canpleted to document
the analyses required in this Section. A copy of the waste profileust accanpany each E&P
waste shipping unit to a coonmercial facility and must be presented to the fatit y operator
before off-loading, except as provided in 8129.BR2.vii below. A copy of the laboratory
reports of required E&P waste analyses shall be suthitted to the Office of Conservation by
the generator or canmercial facility operator, where applicable, within fifteen (15) days of the
first shipment of, or from, each testing batch.

vi. Produced water, produced formation fresh water, and other E&P
waste fluids are exmpt from the requirements of §129.B2.n.iii.Procedures C, D and E under
the following conditions: 1) if stored and transported by the geerator or transporter in




enclosed tank trucks, barges, or other enclosed containers; 2) if stored in enclosed tanks at a
commercial facility; and 3) if disposed by deep well injection. Procedures A and B may be
utilized either upon shipment or upon arrival at the commercial facility.

Vii. Inwell drilling operationswhich utilizeaclosed mud system with
limited on-site storage capacity, or in an emergency situation, documentation of compliance
with testing Procedures A, B, C, D and E on Form UIC-35 must be submitted to the
commer cial facility within ten (10) days after the setting of surface casing.

viii. Except for the provisions of 8129.B.2.n.vi above, ER waste
generated out-of-state , except offshore Louisiana (both state and federal waters), and
transported to a L ouisiana commercial facility for tre atment or disposal must be testedfor the
parameters required in Procedures A, B, C, D and E above.

IX. Alternate sanpling and testing protocols consistent with the above
standards may be authorized by the Office of Conservation upon written request by an
operator or commercial facility. Written authorization m ust be received prior to initiating
alternate sampling and testing protocols.

[SeePrior Text in B.3 - B.6.d.iii]

8§129.B.6.d Laboratory Procedures forNenhazardous-OitfieldE&P Waste

iv. For total sulfides, samples shall be analyzed according to SW 846,
Method 9030 and 903 or latest revision by EPA;

v. Forreactive sulfides, sanples shall leanalyzed according to SW 846,
Chapter 7, Section 7.3.4 or latest revision by FA.

vi. TCLP sanples shall be analyzed according to EPA doatent “Test
Methods for Evaluating Solid Waste, S. W. 846", Third Edition, Revised 12/96 or latest
revision by EPA.

(a) For TCLP metals samples are tobe etr acted according to
SW 846 Method 1311, then diested according to SW 846 series 3000 or latest revision byPA.

(b) Upon campletion of the extr action and digestion phasesnetals
are to be analyzed according to SW 846 methodology series 6000 and/or 7Gd&testrevision

by EPA.

(c) TCLP organics are to be extracted aeawding to SW 846
Method 1311 or latest revsion by EPA. Analytes are to be analyzed according to SW 846
Method 8260 or latest revision by PA.

[See Prior Text in B.6.e - L]



vii. Except as herein provided otherwise, sampling and testing
procedur es should canply with Office of Conservation manual “Laboratory Procedures for
Analysis of Nonhazardous Qilfield Waste” or latest revision

M. Off-site Storage, Treatment and/or Disposal ofNerhazardous-OiffietdE &P Waste
GeneratedFrom Drilling and Production of Oil and Gas Wells

1. Definitions
[SeePrior Text in Definitions]

NonhazardousOtfreld WasteExpl oration and Production (E& P) Waste - drilling
fluids, produced water, and other waste associated with the exploration, developnt, or
production of crude oil or natural gas and which is not regulated by the provisions of the
Louisiana Hazardous Waste Regulations. Such wastes include, but aret limited to, the
following:

a. salt water (produced brine or producedwater), except for saltwater

whose intended and actual use is in drilling, workover or aopletion

fluids or in enhancedmineral recovery operations;

oil-base drilling mud and cuttings;

water-base drilling mud and cuttings;

drilling, workover and completion fluids;

production pit sludges;

production storage tank sludges;

produced oily sands and solids;

produced formation freshwater;

rainwater fr om ring levees and pits at production and drilling facilities;

washout water generated fron the cleaning of vessels (lbges,tanks,etc.)

that transport renhazardous—otifield E&P waste and are not

contaminated by hazardous waste omaterial;

K. washout pit water and solidsfrom oilfield related carriers that are not
permitted to haul hazardous waste omaterial;

l. natural gas plant processing _(E&) waste which is or may be
commingled with produced formation water;

m. waste from approved salvage oil operators who only receive oil (BS&W)
from oil and gas leases;

n. pipeline test water which does notmeet discharge Iinitations established

by the appropriate state agency, or pipeline pig water, i.e., waste fluids

generated the cleaning of a pipeline;

wastes fran permitted commercial facilities;

matertatused-n crude oil spill clean-up-eperationsvade;

salvagable crude oil

other approved E&P waste

T TS@meaos
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Testing Batch - as defined in §129.B




Shipping unit - as defined in §129.B

8129.M.5.  Criteria for the Operation of Commercial Facilities and Transfer
Stations

I. Receipt, Sanpling and Testing of E&P Waste

[See Prior Text in 129.M.2 - 5.i.1]

ii. Verification Testing Requirements

(a) Before offloading at a coxmercial facility or transfer station
and in order to verify infor mation on Form UIC-35, each E&P waste shipping unitshall be

sampled and analyzed-fy commercial facility personnel) for pH;,-conductivity,-and-chioride
{€heontent, the parameters required in Procedures A and B.

(b) AnOrganicVapor Analyzer (OVA) meter reading (calibrated
for Benzene)must also be perfomed.

(c) Records of these tests altbekept on file at each facility for
a period of three yearsand be available for review by the Canmissioner or his designated
representative.

[SeePrior Text in 129.5.i.iii - 9]

E. SUMMARY

TheEMERGENCY RULE hereinabove adopted evidencesthefinding of the Commissioner
of Conservation that failure to adopt the above rules may lead to an imminent risk to public health,
safety and welfare, and that there is not time to provide adequate notice to interested parties.
However, the Commissioner of Conservation notes again that a copy of the permanent Amendment
to Statewide Order No. 29-B will be developed in the near future, with a public hearing to be held
as per the requirements of the Administrative Procedure Act.

The Commissioner of Conservation concludes that the above EMERGENCY RULE will
better serve the purposes of the Office of Conservation as set forth in Title 30 of the Revised
Statutes, and is consistent with legislativeintent. The adoption of the above EMERGENCY RULE
meets all the requirements provided by Title 49 of the Louisiana Revised Statutes. The adoption of
the above EMERGENCY RULE is not intended to affect any other provisions, rules, orders, or
regulations of the Office of Conservation, except to the extent specifically provided for in this
EMERGENCY RULE.

Withinfive daysfrom date hereof, notice of the adoption of thisEMERGENCY RULE shall



be given to al parties on the mailing list of the Office of Conservation by posting a copy of this
EMERGENCY RULE with reasons therefor to all such parties. This EMERGENCY RULE with
reasons therefor shall be published in full in the Louisiana Register as prescribed by law. Written
noti ce has been given contemporaneously herewith notifying the Governor of the State of Louisiana,
the attorney general of the State of Louisiana, the Speaker of the House of Representatives, the
President of the Senate and the State Register of the adoption of this EMERGENCY RULE and
reasons for adoption.

F. EFFECTIVE DATE AND DURATION

1. The effective date for this EMERGENCY RULE shall be

2. The EMERGENCY RULE herein adopted as a part thereof, shall remain effective for a
period of not lessthan 120 days hereafter, or until the adoption of thefinal version of an amendment
to Statewide Order No. 29-B as noted herein, whichever occurs first.

Signed at Baton Rouge, Louisiang, this day of , 1998.

Warren A. Fleet
Commissioner of Conservation

1/12/98



